
 

NP-VST43, NP-VST62 

Vandal and Weather Resistant Stand Alone Keypads 

FEATURES 
12-24 Volt D.C. operation. 

Stylish metal keypad construction. 

Controls up to 2 Doors. 

500 User codes. 

Choice of fixed or variable length codes (3 to 8 digits). 

3 levels of User code access. 

Single dedicated door relay output. 

1 Dedicated REX (Request to EXit) input. 

4 Operating Modes of the REX input. 

Multifunctional Auxiliary input. 

Multifunctional Auxiliary relay output. 

Built in optical tamper circuit. 

Blue coloured, variable intensity backlighting. 

Vandal resistant. 

Weather resistant. 

36 month manufacturer’s warranty. 
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SPECIFICATIONS 
 

Dimensions: 
VST43  
 132 mm x 92 mm x 23.5 mm   

VST62 
 180 mm x 45 mm x 23 mm  
 

Operating Voltage: 
 10- 27 Volts D.C. 
 

Operating Current: 
 75 mA. @ 12 Volts D.C. 
 40 mA. @ 24 Volts D.C. 
  

Operating Temperature: 
 -20° to 70°C 

 

IP Rating: 
 IP67 
  

Relays 
Maximum Switching Current: 
 2 Amps. 

Maximum Switching Voltage: 
 30 VDC, 125 VAC. 

Distributed by: 

100%
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