
The Lockwood Magnetic Hold Open is a fail safe device that can work as standalone or with an integrated �re system, suitable for use 
on �re doors.

Four di�erent models available, including a heavy duty �oor mount.

Lockwood Magnetic 
Hold Open

PRODUCT FEATURES & BENEFITS

•  12/24VDC Selectable

•  Compliant holding force of 23kg

•  Emergency release button onboard

 
 

ACCESS CONTROL KEYPADS

PART NUMBER DESCRIPTION

•  Low power consumption

•  Fail safe mechanism

•  Silent operation
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EMH50-FM EMH50-WMEMH50-EWMArmature supplied with 
each Magnetic Hold Open

EMH50-FMHD
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30420    d Fire Door - Hold OpenetnuoM roolF

30421   Fire Door - Hold OpendetnuoM llaW

30422 Extended Wall Mounted Fire Door - Hold Open                              

30423 Floor Mounted Heavy Duty Fire Door - Hold Open              

EMH50-FM

EMH50-WM

EMH50-EWM

EMH50-FMHD

AUCKLAND
76 Carbine Road, 
Mt Wellington
09 574 2700

WELLINGTON
25 Centennial Highway
Ngauranga Gorge
04 477 9142

CHRISTCHURCH
112 Wordsworth Street
Sydenham
03 379 7926

ORDER ONLINE
www.atlasgentech.co.nz
marketing@atlasgentech.co.nz
Freephone 0800 222 220


