
Hikvision DS-2CD1021-I WDR 2MP Bullet Camera 
with 2.8mm Fixed Lens & IP67

Key Features
• 1/2.8” progressive scan CMOS
• Up to 2.0 megapixel
• 2.8mm fixed focal lens
• Up to 30 m IR range
• Dual stream
• Digital WDR (Wide Dynamic Range)
• 3D DNR (Digital Noise Reduction)
• PoE (Power over Ethernet)
• IK 10
• IP 67 Waterproof
• Mobile monitoring via Hik-Connect or iVMS-4500

Hikvision Network HD Kit
2x Dome Cameras, 2x Bullet Cameras, 1x NVR and 18m Cables

Atlas Gentech (NZ) Ltd - Hikvision - www.atlasgentech.co.nz/brands/hikvision

HD VIDEO VANDAL MOBILE

EXIR PoE IP 67

RESISTANT SURVEILLANCE

Hikvision DS-2CD1121-I WDR 2MP Dome Camera 
with 2.8mm Fixed Lens, IK10 and IP67

Key Features
• Third-party network cameras supported
• Up to 5 megapixels resolution recording
• HDMI and VGA output at up to 1920x1080P resolution
• HDD quota and group management

Hikvision DS-7104NI-E1/4P 4 Channel NVR
with 2TB HDD
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Kit Includes:

Ethernet Cables and HDMI Cable
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WD20PURX-78 WD Purple 2TB Hard Disk Drive
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