
COMPREHENSIVE RANGE OF AUDIBLE ALARMS FOR DOMESTIC USE



SM1 Commercial 
Satellite Siren
• Double skinned
• Front/back weather proof 

tampers
• Optional red/blue light
• Strobe light for independent 

light operation
• 10min siren time out, standard 

4k7 EOL to negative

PC5 Polycarbonate 
Satellite Siren
• 4k7 EOL resistor
• Silent start-up
• Front/rear tampers
• Requires 12V 1.2ah battery
• Red/blue lamps

PC7 Polycarbonate
External Siren
• Connects direct to 12V bell 

output
• Lamp can be controlled 

separately
• 115dB dual piezo sounds
• High UV resistant polycarbonate 

housing
• Dual tampers front/back

PC3 Polycarbonate
External Siren
• Front/rear tampers
• Red/blue lamps
• Connects direct to the bell 

output of the control panel
• Fully potted PCB ensures long 

trouble free life
• Spare board available for PC3 

siren

PI-100 Top Hat Piezos
• 12VDC 200mA & 300mA
• Surface mount
• 110dB and 120dB

P11000 40 Watt Siren
• 12VDC 1.5A
• 120dB
• Deeper pitch sound carries well

ELS Flush Mount
Speaker
• White
• 8 ohm
• 10 watt

PS219/FR/FP Surface &
Flush Ring/Plate Piezos
• 12VDC 250mA
• Surface mount
• 110dB

LD92 Piezo with Strobe
• 12VDC 280mA
• Surface mount
• 115dB
•	Integrated	flashing	lights
• Also available in white

Rural Blaster
• 12vDC 30 watt
• Three wire dual tone
• Size: 200mm (W) x 235mm (L) 

x 188mm (H)

Audible
Alarms for

Domestic use

Indoor & 
Outdoor


